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MODEL NUMBER 6SLA75-2 5SLA75-2 5SLA45-2 4SLA45-2 3.6SLA40-2

Recommended Tractor (HP) 50-75 35-75 30-45 18-45 16-40

Cutting Width (mm) 1750 1470 1470 1160 1058

Overall Width (mm) 1870 1650 1650 1350 1208

Cutting Height (mm) 42-167 42-167 30-116 30-116 30-116

Number of Blades 2 2 2 2 2

Blade Size (mm) Bare-Co: B6002 Bare-Co: B6002 Bare-Co: B6002 Bare-Co: B6002 Bare-Co: B6002

Blade Tip Speed (m/s max.) 90 80 80 66 58

Deck Thickness (mm) 4.0 3.5 3.5 3.0 3.0

3-Point Hitch Category One Category One Category One Category One Category One

Gear Box / Capacity Bare-Co 1:1.93 / 75HP Bare-Co 1:1.93 / 75HP Bare-Co 1:1.93 / 45HP Bare-Co 1:1.93 / 45HP Bare-Co 1:1.93 / 45HP

PTO Driveline Bare-Co 8 inch slip-clutch 
& series 6 PTO shaft

Bare-Co Series 6 PTO 
Shaft & 8”Slip-clutch 

Bare-Co Series 4 PTO 
Shaft & 6”Slip-clutch 

Bare-Co Series 4 PTO 
Shaft & 6”Slip-clutch

Bare-Co Series 4 PTO 
Shaft & 6” Slip Clutch 

Grass Discharge Rear Discharge Rear Discharge Rear Discharge Rear Discharge Rear Discharge

Blade Carrier System Cutter Bar Cutter Bar Cutter Bar Cutter Bar Cutter Bar

Optional Wheel Kit(s) Twin Kit Available Single Kit Available Single Kit Available Not available Not available

Offset Left & Right Left & Right Left & Right Not Available Not Available

SLASHERS
3’6FT / 4FT(40HP) / 5FT(45HP) / 5FT(75HP) / 6FT(75HP) SLASHER
Model Numbers : 
3.6SLA40-2 (3’6ft) / 4SLA45-2 (4ft) / 5SLA45-2 (5ft) 5SLA75-2 (5ft) / 6SLA75-2 (6ft)
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WorkCover  
Slasher Health &  
Safety Standards 
Our slashers have  
been independently  
tested and comply with 
the latest Australian  
Slasher Safety Standard 
Cat No. WC02797

(5ft 45HP Slasher depicted in image)

3 YEAR
GEARBOX
WARRANTY

4
GEARBOX, CLUTCH, 

BLADES & PTO SHAFT  
PTO SHAFT  

AS1121.4-2007 APPROVED
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BARE-CO PTO 
SHAFTS, SLIP-CLUTCH 
+ SAFETY GUARDING

REINFORCED HEIGHT  
ADJUSTABLE SKIDS

FRONT DISCHARGE  
CHAIN DEFLECTOR

BARE-CO GEARBOXES AND BLADES 
WITH PROVEN RELIABILITY

OFF-SET AVAILABLE ON  
MOST DECKS LEFT & RIGHT

REAR DISCHARGE  
CHAIN DEFLECTOR

CLEAR DECK FOR  
EASY MAINTENANCE

 HIGH TENSILE DRAG CHAIN MOUNTING 
SYSTEM FOR DURABILITY

ALL NEW LINKAGE FRAME
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MODEL NUMBER 6SLA100GAL-2 6SLA75GAL-2 5SLA75GAL-2 4SLA45GAL-2

Recommended Tractor (HP) 50-100 50-75 35-75 18-45

Cutting Width (mm) 1750 1750 1470 1160

Overall Width (mm) 1870 1870 1650 1350

Cutting Height (mm) 42-167 42-167 42-167 30-116

Number of Blades 2 2 2 2

Blade Size (mm) Bare-Co: B6002 Bare-Co: B6002 Bare-Co: B6002 Bare-Co: B6002

Blade Tip Speed (m/s max.) 90 90 80 66

Deck Thickness (mm) 5.0 5.0 4.0 4.0

3-Point Hitch Category One Category One Category One Category One

Gear Box / Capacity Bare-Co 1:1.93 / 100HP Bare-Co 1:1.93 / 75HP Bare-Co 1:1.93 / 75HP Bare-Co 1:1.93 / 45HP

PTO Driveline Bare-Co 8 inch 100HP slip-
clutch & series 8 PTO shaft

Bare-Co 8 inch slip-clutch & 
series 6 PTO shaft

Bare-Co 8 inch slip-clutch & 
series 6 PTO shaft

Bare-Co 6 inch slip-clutch & 
series 4 PTO shaft

Grass Discharge Rear Discharge Rear Discharge Rear Discharge Rear Discharge

Blade Carrier System Cutter Bar Cutter Bar Cutter Bar Cutter Bar

Optional Wheel Kit(s) Twin Kit Available Twin Kit Available Single Kit Available Not Available

Offset Left & Right Left & Right Left & Right Not Available
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GALVANISED SLASHERS
4FT(45HP) / 5FT(75HP) / 6FT(75HP) / 6FT(100HP) GALVANISED SLASHER
Model Numbers :  
4SLA45GAL-2 (4Fft) / 5SLA75GAL-2 (5ft) / 6SLA75GAL-2 (6ft) / 6SLA100GAL-2 (6ft)

HOT DIPPED  
GALVANISED BODY 

BARE-CO PTO 
SHAFTS, SLIP-CLUTCH 
+ SAFETY GUARDING

REINFORCED HEIGHT  
ADJUSTABLE SKIDS

FRONT DISCHARGE  
CHAIN DEFLECTOR

BARE-CO GEARBOXES AND BLADES 
WITH PROVEN RELIABILITY

OFF-SET AVAILABLE ON  
MOST DECKS LEFT & RIGHT

OPTIONAL JOCKEY 
WHEELS
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WorkCover  
Slasher Health &  
Safety Standards 
Our slashers have  
been independently  
tested and comply with 
the latest Australian  
Slasher Safety Standard 
Cat No. WC02797

3 YEAR
GEARBOX
WARRANTY

4
GEARBOX, CLUTCH, 

BLADES & PTO SHAFT  
PTO SHAFT  

AS1121.4-2007 APPROVED

(6ft Galvanised Slasher depicted in image. Image depicts optional jockey wheels)
REAR DISCHARGE  
CHAIN DEFLECTOR
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CLEAR DECK FOR  
EASY MAINTENANCE

 HIGH TENSILE DRAG CHAIN MOUNTING 
SYSTEM FOR DURABILITY

ALL NEW LINKAGE FRAME


